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CAT NO. MODEL

RS45508C 04

RS45508CAEP 04

LETTER DESCRIPTION QTY.

A 1 1/2 X 2 X 2 1/2 KO 2

B 3/4 X 1 X 1 1/4 X 1 1/2 KO 3

C 1/2 X 3/4 X 1 KO 1

D 1/2 X 3/4 KO 10

E 9/32 KO 3

F 2 1/2 X 3 X 3 1/2 X 4 KO 2

G 1/2 X 3/4 X 1 1/4 X 1 1/2 X 2 KO 2

H 1/2 X 3/4 X 1 1/4 X 1 1/2 X 2 X 2 1/2 KO 2

I 3 1/2 X 4 KO 2

CIRCUIT PROTECTION

CBA2N22200 - 2 LUG KIT

CBA2N42200 - 4 LUG KIT

WIRE RANGE

CONNECTOR COPPER ALUMINIUM

SOLID STRANED SOLID STRANED

NEUTRAL-N1 - - 1-300 - - 1-300

NEUTRAL-N2 - - 1-300 - - 1-300

NEUTRAL-N3 14-4 14-4 12-4 12-4

LOAD 1 - - 1-300 - - 1-300

LOAD 2 - - 1-300 - - 1-300

GROUND 6-2/0 6-2/0 6-2/0 6-2/0

LUG TIGHTENING TORQUE (LB-IN)

SCREW TYPE WIRE SIZE TORQUE

SLOTED

14-10 35

8 40

6/4 45

3-2/0 50

INTERNAL HEX

3/16 ACROSS FLATS 120

1/4 ACROSS FLATS 200

5/16 ACROSS FLATS 275

GE PROPRIETARY AND CONFIDENTIAL INFORMATION

This document is the property of General Electric Company ("GE") and contains 
proprietary information of GE.  This document is loaned on the express condition 

that neither it nor the information contained therein shall be disclosed to 
others without the express written consent of GE Energy, and that 

the information shall be used by the recipient only as approved expressly by 
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This document may be subject to certain restrictions under 
U.S. export control laws and regulations.

 Midwest Electric Products 
TITLE

SIZE DRAWING REV

D F
SCALE: 0.063 SHEET 1 OF 2

SIGNATURES DATE

MODEL

DETAIL

CHECKED

ENGRG

MFG

QUALITY

ISSUED

DRAWING FILE: RS45508CM04_OD

SOLID MODEL: RS45508CM04

SIZE DRAWING NO. REV SHEET

D F 1
REVISIONS

REV. DESCRIPTION DATE APPROVED

B CR0000170170 MH 10/24/2024 GM

CRITICAL TO QUALITY
CHARACTERISTIC

        FINISH  

    FRACTIONS �#� 

TOLERANCE ON:
1 PL DECIMALS �#� 0.1
2 PL DECIMALS �#� 0.02
3 PL DECIMALS �#� 0.005
       ANGLES �#� 0.5

UNLESS OTHERWISE
SPECIFIED IN DRAWING

DIMENSIONS ARE IN INCHES

APPLIED
PRACTICES

FOR ADDITIONAL INFO REFER TO:

  Part must conform to SI 900000
  Sect. 4, Toxicity ProcedureNote : All Dimensions have ±0.125 Tolerance

400 A METER SOCKET LOAD CENTER

MAIN BREAKER
CBA2N22200
200 A MAX
120/240 V
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120/240 V
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LINE TERMINALS

BOLT SIZE TORQUE

3/8 300 INCH-LBS OR 25 FT-LBS

1/2 500 INCH-LBS OR 42 FT-LBS

INTERNAL HEX 5/16 275 INCH-LBS OR 23 FT-LBS
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LINE TERMINALS : ½" STUDS FOR U.L. LISTED ONE OR TWO HOLE NEMA MOUNTING TERMINALS.
  COMPRESSION TERMINAL LIMITED TO 800 KCMIL SINGLE CONDUCTOR, HOMAC SERIES AL-NTN, AL-TN OR EQUIVALENT.
  COMPRESSION TERMINALS LIMITED TO 400 KCMIL FOR STACKING LUGS, HOMAC SERIES ASL-NTN OR EQUIVALENT.
  PRESSURE TERMINAL LIMITED TO 1000 KCMIL SINGLE CONDUCTOR, ILSCO TYPE TA OR EQUIVALENT.
  PRESSURE TERMINALS LIMITED TO 350 KCMIL SINGLE CONDUCTOR, ILSCO TYPE AU OR EQUIVALENT.

400 A METER SOCKET LOAD CENTER

BACK PLATE ADAPTER SHALL ROTATE TO HOLD THE METER.

THIS IS THE POSITION THE BACK PLATE ADAPTER
SHALL BE IN WHEN INSTALLING.

THE HEIGHT IS ADJUSTED WITH
THE BOLT AND SIDE SLOTS TO ENSURE THE PLATE
IS CENTERED WITH INSTALLED METER AVOIDING 
ANY GAP AROUND THE METER.
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